








Stand-alone 6-buckle configuration for brochure or leaflet folding. Configuration 1   Stand-alone 6-buckle
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 Configuration 2   Right Angle 6+6-buckle

Straight 6+6-buckle modular system for maximum 10-buckle operation. 
Complex fold patterns can be performed using this configuration. Configuration 3   Straight 6+6-buckle

Straight
6+6-buckle

Various fold patterns are automatically 
set by selecting the sheet size and fold 
pattern through the touchscreen. 
Advanced automation allows 
fine-adjustment by 0.1 mm.

Advanced Automation

Features

Optional standing delivery unit is 
available to operate concertina / small 
format folding jobs more efficiently. 
Off-set stacking can be performed for 
accurate counting control.

Standing Delivery Unit

Double counter is equipped as standard 
at both feeder and delivery sections. 
This enables jobs that require accurate 
counting control, such as 
pharmaceutical folding.

Reliable Counting Mechanism

6+6-buckle modular concept allows for 
flexible modular configuration and 
simple to complex fold patterns to cover 
most applications. 6-buckles on the 1st 
station and 6-buckles on the 2nd station 
can be combined as needed.

Flexible Modular Design

The color touchscreen is icon-based for 
user-friendly operation. The graphical 
interface screen provides intuitive 
operation for folding setup, speed 
adjustment and all other 
fine-adjustments.

Intuitive Operation

Superior and consistent fold quality is 
ensured with small diameter (30 mm) 
steel and soft-formed polyurethane 
combination rollers. Even 
pharmaceutical folds can be performed 
easily.

Superior Fold Quality

AF-406A+BG-406(Option)+T-406A Straight Configuration+ED-40

*The machine design and specifications are subject to change without any notice.

Machine Structure

Sheet Size

Sheet Weight Range

Buckle Fold Length

Belt Speed

Voltage / Frequency

Machine Dimensions

6/6 (6 Buckles and 6 Buckles)
Max. 400(W) x 650(L) mm (15.748” x 25.590”)
Min. 50(W) x 100(L) mm (1.968” x 3.937”)
35 to 157 gsm
                        

50 to 180 m (164 to 590 ft)/min.
3-Phase 200 V, 50 / 60 Hz
3-Phase 220 V, 50 / 60 Hz
Single Phase 230 V, 50 Hz
1st+2nd Station : Installation at right angle 
2,620(W) x 2,840(D) x 1,500(H) mm (103.2” x 111.9” x 59.1”)
1st+2nd Station : Installation at straight 
4,280(W) x 910(D) x 1,500(H) mm (168.6” x 35.9” x 59.1”)

*1  Required for AF-406A when connecting T-406A. Included in T-406A as standard.
*2  Option for KTU-40.

Image Checking System
Barcode Reader
Strip Trim Device : AF-ST4
Edge Trim Device : AF-ET4
Skewed Folding Detector
Water Scoring
Gate Fold Buckle : GFB-40
Reversing Buckle : RB-40
Press Stacker : PST-40

Mobile Knife Fold Unit : MKU-54
Long Conveyor : DV-54
Standing Delivery Unit : ED-40
Bridge Conveyor Unit : BG-406 *1

Mobile Knife Unit : KTU-40
Press Stacker : PR-40
pXnet
Parallel Fold Unit : KTU-PL *2

Bypass Unit : KTU-KB *2

OptionsAF-406T6A Major Specifications

1st / 3rd / 5th Buckle
2nd / 4th / 6th Buckle
1st through 6th Buckle

1st Station

2nd Station

20 to 350 mm (0.787” to 13.779”)
20 to 260 mm (0.787” to 10.236”)
20 to 260 mm (0.787” to 10.236”)

AF-406A+Standard Conveyor

AF-406A+T-406A Right Angle+Standard Conveyor

AF-406A+BG-406(Option)+ED-40
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AF-406A+BG-406(Option)+T-406A Right Angle+ED-40

6+6-buckle modular system with the right angle conveyor for pharmaceutical 
and DL folding. This configuration also allows scoring on the first station and 
folding on the second station for heavier weight stocks.

AF-406A+T-406A Straight+Standard Conveyor
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Machine Dimensions and Installation Space  Unit : mm (inch)
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